
Environmental Specifications
• UV Resistance: Up to 5 years outdoors
• Chemical Resistance: Excellent resistance to strong acids like 

nitric acid and hydrochloric acid and strong alkalines such 
as sodium hydroxide. It can withstand exposure to mild and 
moderate chemicals such as glass cleaner but exposure to 
acetone should be avoided.
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The Parking Permit Hang Tag is a stellar choice for access 
control in parking lots, gated communities and anywhere 
vehicles go. 

The logo and barcode are subsurface printed on thick    
polyester for durability and rigidity. The Parking Permit Hang 
Tag is completely removable and reusable.

Key Features
• Unlimited color options with choice of up to four  

standard or custom colors
• Digital printing process provides for greater print  

capability with detailed logos or special designs
• Double-sided registered option available

Parking Permit   
Hang Tags
PLASTIC TAGS

Applications
• Access Control
• Event Management

Material and Design Specifications
• Overall dimensions - various sizes available
• Hang Tag - No Attachment Adhesive
• Polyester Material
• Features digital printing for complex details/logos
• Serialized/unserialized numbers and barcodes with 

human readable numbers

Technical Specifications
• All alphanumeric barcodes are digitally printed with 

human-readable equivalent to guarantee no skips in 
sequence

• Code 39 with 2.7 to 9.4 characters per inch (CPI) is 
standard

• Other barcode symbologies include Code 128, 1 2 of 5, 
2D DataMatrix and QR Code. OCR characters and CPIs 
also available
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Industry Compliance 

Chemical Test Summary - Chemical Soak Test Results (24 Hours): Test of label structure and printed image as well as readability of inlay.

Test Conditions Result

Water NE

Glass Cleaner NE

Bathroom Cleaner NE

Alcohol NE

Acetone TD

NaOH NE

Nitric Acid NE

Key: NE - No Effect, TD - Tag Delamination

Test Results

These tests were conducted for a limited period in strict laboratory conditions. To achieve maximum satisfaction, we highly 
recommend any customer considering use of this product test the labels in the environment in which they will be used.


